HARDY ELEMENTARY SCHOOL 


Fagade Repairs 
Arlington, MA 


ADDENDUM 01 


BID #15-17 


Date; May 28, 2015 


FROM the Project Manager: 


Elements Management, LLC 
30 Briarcliff Drive 
Hopkinton, MA01748 
rfraser@elements-mqmt.com 


REQUESTED By: 


Company: BIDDERS AT WALKTHROUGH 


References: 

Drawing: BRICKWORK SCHEDULE Number: A 2.1 Date: 5/22/15 
Drawing: BRICKWORK SCHEDULE Number: A 2.2 Date: 5/22/15 
Drawing: BRICKWORK SCHEDULE Number: A 2.3 Date: 5/22/15 

INSTRUCTIONS: 

INCLUDE THE QUANTITIES OF BRICK REPLACEMENT AND CUTTING AND POINTING THAT ARE ILLUSTRATED ON 
DRAWINGS A 2.1, A 2.2 AND A 2.3 AS PART OF THE BASE BID. 

THE DRAWINGS ARE BEING SENT AS PDF ATTACHMENT AS PART OF THIS ADDENDUM 01. 

Refer to Attachment(s) 

THE DRAWINGS ARE BEING SENT AS PDF ATTACHMENTS TO THIS ADDENDUM 01. 

Response From: 

Richard Fraser, 

Elements Management 


Signed by: 



End of Document 

Elements Management, LLC ADDENDUM 01 





ELEVATION 

BRICK WORK SCHEDULE 


ELEVATION 

BRICK WORK SCHEDULE 







EXTERIOR ELEVATION 


ELEVATION NOTES: 

1. EXI5TINO HANDRAILS NOT 5HOA1N FOR OLARITY i 
ARE THEREFORE NOT IN OONTRAOT. 

2. FOR 0LEANIN6 4 mTERPROOFINO, SEE 
SPECIFICATIONS 


CUT & POINT - 5% 
BRICKS REPLACED - 0 


CUT & POINT - 5% 
BRICKS REPLACED - 5 



REPAIR CRACKS IN EXISTINC FOUNDATION 



1. EXISTINC HANDRAILS NOT SHOINN FOR CLARITY 4 
ARE THEREFORE NOT IN CONTRACT. 

2. AT EXISTINC PRECAST CONCRETE SILLS, C.C. TO 
TUCKPOINT PERIMETER 4 REPAIR EXISTINC CRACKS. 

3. EXISTINC SEALANT AT PERIMETER OF lAlINDO/SS TO 
REMAIN. PREPARE EXISTINC SURFACE FOR 
INSTALLATION OF SKIMCOAT SEALANT 

4. FOR CLEANINC 4 RATERPROOFINC, SEE 
SPECIFICATIONS 




<Er PLAN 

NOT TO SCALE 
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DATE 

5/22/15 

SCALE 

AS NOTED 

PROJ. NO. — 

SHEET 



A 2.1 





























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































EXISTING VENEER BRICK $ BACKUP TO 
REMAIN ("ASSUMEP TO BE S" C.M.Uj 

INSTALL LIQUID MEMBRANE ARCUND 
TERMINATIQN BAR, $ BEVEL TCP 


REMOVE AS MUCH CF THE EXISTIN6 
VENEER MASONRY AS REQUIRED FOR 
INSTALLATION OF NEIA FLASHINCS 


END SELF-ADHERED FLASH INC lAITH 
TERMINATION BAR, AND SET IN LIQUID MEMBRANE 

SELF-ADHERED FLASH INC 
SET IN MASTIC OR PRIMER 


STEEL LINTEL SIZE TO MATCH EXISTINC; 

PROVIDE 4" BEARINC AT EACH END 4 
SUPPORT CENTER SPAN SIMILAR TO EXISTINC 

INEEP HOLES @ 24" 0/0 

APPLY PRIMER TO ALL SURFACES OF FLASHINC WERE 
IT TOUCHES LINTEL OR EXISTINC BRICK BACK-UP 

FIELD FABRICATED FLASHINC. EMBED ALL 
SURFACES THAT ARE IN CONTACT kNITH DISSIMILAR 
MATERIALS lAITH IN SILICONE SEALANT 


PAINT EXISTINC fOR NEIAj STRUCTURAL 
STEEL LINTEL I^IITH RUST INHIBITINC PAINT 

SKIMCOAT SEALANT AT /SINDOIA PERIMETER 

EXISTINC lAINDOIAl CLAZINC TO REMAIN 


EXTERIOR ELEVATION_ 

1/4" = r-0" 

ELEVATION NOTES: 

1. AT EXISTINC PRECAST CONCRETE SILLS, C.C. TO 
TUCKPOINT PERIMETER 4 REPAIR EXISTINC CRACKS. 

2. EXISTINC SEALANT AT PERIMETER OF/SINDO/SS TO 
REMAIN. PREPARE EXISTINC SURFACE FOR 
INSTALLATION OF SKIMCOAT SEALANT 

3. FOR CLEANINC 4 mTERPROOFINC, SEE 
SPECIFICATIONS 




LINTEL REPLACEMENT PETAL _ 

3" = T-O" APP ALTERNATE #/ 



TERMINATION BAR REPAIR PETAL 

11/2" = r-0" 




<Er PLAN 

NOT TO SCALE 
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5/22/15 

SCALE AS NOTED 


PROJ. NO. — 
SHEET 


A 2.2 
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EXTERIOR ELEVATION 


1/4" = r-0" 


ELEVATION NOTES: 

1. AT EXISTING PRECAST CONCRETE SILLS, C.C. TO 
TUCKFCINT PERIMETER 4 REPAIR EXISTING CRACKS. 

2. EXISTIN6 SEALANT AT PERIMETER CP ININPCINS TO 
REMAIN. PREPARE EXISTING SURFACE FOR 
INSTALLATION OF SKIMCCAT SEALANT 

4. FOR CLEANIN6 4 IAATERPRCCFIN6, SEE 
SPECIFICATIONS 




EXTERIOR ELEVATION 


1/4" = r-0" 


ELEVATION NOTES: 

1. AT EXISTINC PRECAST CONCRETE SILLS, C.C. TO 
TUCKPCINT PERIMETER 4 REPAIR EXISTING CRACKS. 

2. EXISTING SEALANT AT PERIMETER OF lAINPClAS TO 
REMAIN. PREPARE EXISTING SURFACE FOR 
INSTALLATION OF SKIMCCAT SEALANT 

4. FOR CLEANINC 4 mTERPRCCFINC, SEE 
SPECIFICATIONS 




KEY PLAN 


NOT TO SCALE 
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CATE 


5/22/15 


SCALE 


AS NCTEC 


PROJ. NO. 


SHEET 


A 2.3 

































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































